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IPEVO Kaleido R7 Digital Frame

DesigneD to Let Your Photos 
stanD out.
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raiseD DisPLaY

Power KeY MeMorY CarD sLottouChPaD ControLs

PreCision 7" CoLor tFt LCD

reMote ControL sensor

LeD inDiCator

Bi-DireCtionaL hinge

reMote ControLrotating sCreen with auto iMage aDJust

Mini usB Port

· Sleek, modern, asymmetrical design; high resolution 7" TFT 
LCD screen with 16:9 aspect ratio.

· Wireless image retrieval; stream images from a variety of 
sources using included EyeStage software.

· Tilting screen for optimum viewing angle; screen twists for 
either landscape or portrait mode.

· Built-in 512 MB memory capacity; accepts SD/SDHC, MMC, 
and MS memory cards.

• USB port for flash drive upload; mini-USB port to connect 
to computer; remote control included.

Features

Power JaCKusB Port

198mm (7.8in)

170m
m

 (6.7in)

75mm (2.9in)
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instaLLation CD
· EyeStage™ Software
· User Manual

Power aDaPtor (100-240V 50-60hz)

PaCKage Contents

quiCK start guiDe

For PC
· A wireless router

· Microsoft Windows© 7, Vista or XP

· 2GHz CPU (Dual-core CPU recommended) with 1GB 
RAM and 550MB free hard disk space

· CD-ROM drive

For MaC
· A wireless router

· Mac OS X 10.5~10.6

· Intel processor 1GB RAM and 50MB free disk space

· CD-ROM drive

sYsteM requireMent

KaLeiDo r7 DigitaL FraMe

reMote ControL
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sPeCiFiCation

MoDeL no. CSFU-01IP

FraMe

Display size

Display area

 Display resolution

 aspect ratio

 Display type

 Display Backlight

 Brightness

 Contrast ratio

 support image Format 

Memory

7 inch diagonal

800 x480 pixels

16:9

TFT

LED

350 cd/m2

400:1

JPEG photo, up to 10MB per JPEG file

512MB internal memory

supported Memory Card Formats

Power Consumption

Power supply

Buttons/switches

Dimension

weight

setting oPtions

Photo Play options

Channel shortcut

automatic standby

screen Brightness

others

SD/SDHC, MMC, MS, USB flash memory

7.5 W (power on), 0.43 W (standby power)

AC 100-240V, 50-60 Hz

Power on/off

75mm x 198mm x 170mm (2.9in x 7.8in x 6.7in)

930g (2.05lbs)

Time per slide (5, 10, 30 sec., 1, 10 min, 1 hour, 1 day)

Transition effects (Right to left/top to bottom/bottom to top/
center to edge/edge to center/checkboard/random)

Playback order (Sequence/Random)

Repeat mode (All/By channel)

Zoom mode (Smart zoom & fill in/Smart zoom/off)

Date information (On/Off)

3 set shortcuts

On/Off

Adjustable

Firmware update

Reset setting

Format internal memory

Device information

Wireless setting

Date and time setting
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sPeCiFiCation

enVironMentaL

Package Dimension

Package weight

Certification

warranty

116mm x 294mm x 245mm (4.57in x 11.57in x 9.65in)

1920g (4.23lbs)

FCC, BSMI, RoHs

1 Year

wireLess

standard

encryption Protocols

network Protocols

reMote ControL

Dimension

weight

Battery

Buttons

 go to

 repeat

 standby

 refresh

 Pause / resume

 rotate

 shortcut

 Back / Menu

 up / Channel up

 Previous

 oK / Mode

 next

 Down / Channel Down

IEEE 802.11b/g

WEP, WPA, WPA2

DHCP, Static IP

6mm x 40mm x 85mm (0.24in x 1.57in x 3.35in)

19g (0.04lbs)

Lithium battery CR2025 (1 pc included)

Information and specification are subject to change without prior notice. Skype is registered trademarks of Skype. IPEVO is trademarks of IPEVO inc. ©2009 IPEVO Inc. All rights reserved.

(Connect to your PC/Mac wirelessly)


